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Specs 
 
I.  Requirements and prices 
 A.  Must pay with a credit card in the name of the person who is renting the sprayer 
 B.  Sprayer is $92/day.  Must also buy tips (approx $20-$25 each) plus filters (approx $5 each), 
and coro check (approx 
 $2/bottle) 
 tips for painting are .017 & .019 and produce a width of approx 10” 
 tips for striping are .015 & .017 and produce a width of approx 4” 

C.  A $100 deposit will be charged to the card at the time of pickup.   
This will be returned only if the sprayer is cleaned to the satisfaction of A-1 Rental.  See below. 

II.  Painting  
 A.  Before spraying on you’re wall, make sure that all water/cleaner is out of the line and you have  
 100% paint being sprayed. 

B.  If using a drywall primer, it is a very good idea to buy a primer that can be thinned. 
 Because it is so thick, often sprayers will not pump it through.  If you run into problems you 
 can try to take the filter out, just beware that this may cause the tip to plug more frequently. 
 C.  Often times latex paint will need to be thinned.  Check into a product called Floetrol to 
 accomplish this, especially with colored paints.  Use appropriate thinner if any oil based paint 
needs 
 to be thinned. 
 D.  Once you’ve started painting, do not quit!  If you set the gun down for even a minute, the  
 tip can become clogged, especially with the drywall primer. 
 E.  Keep the machine out of the room you are painting.  Also, cover it with the cloth tarp 
provided. 



III.  Cleanup  
 A.  Cleanup for latex based paints 
  1.  Run at least 5 gallons of soapy warm water through the lines and gun.  Do not stop 
until 
  there is no paint left in the hose.  After the line has clean water running through it, lift 
  the prime hose out of the bucket, and turn the switch back to prime.  This will push the 
clean water  

back through the primer hose and clean that also.  Make sure the primer hose runs clean 
water also, before 

you stop.  After this is all complete, mix two bottles of coro check into two gallons of 
water, and run this 

into the pump. 
 B.  Clean up for oil based paints 
  1.  Put 2-4 gallons of mineral spirits into a clean 5 gallon bucket.  Run this through the 
gun and 
  hose continuously by spraying back into the bucket and re-circulating the mineral spirits. 
  Re-circulate that two to three times.  After the line has been cleaned, pull the prime tube 
out and  
  turn the switch back to prime.  This will push the mineral spirits back through the primer 
hose 

and clean that also.  After this is complete, you must run soapy warm water through.  
Follow 

the instructions above on cleaning out latex based paints. 
IV.  Return Procedure 
 A.  Upon arrival back at A-1 Rental, our staff will set up the sprayer and run water through it.  If 
clean 
 water does not come out with a bluish tint (coro check), or the machine has overspray on it, you 
will not receive any of the 
 deposit back.  Paint on the plastic tube wrapper is acceptable. 
 
Thank you, by following these rules and instructions, we hope to keep our airless paint sprayers in good 
shape and ensure a successful rental for all of our customers. 



 
 



 
 



 
 


